Hot Wax Pressure Head
Curtain Coater
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Technical Data For Ashdee Model 215 - CHM
Hot Wax Curtain Coater

Ry TR WU ............. oo cocciisonimsnainmsmn mnh o st s 85"
BRI ORI IV i it s i s v b s el &
BRI SRRl BIIE ... ... ..coocnnmrmnimmimsnnnimanen svminthsmmisns otk i S bt 19"
Coater Conveyor Speed Variable..............ccoocovvniviinninniiiiiiiicinions 350-1000 FPM
Electrical Requirements .............ccccceeniivniiecnicnenne. 480V/ 3PH/ 60HZ,100 Amps
Hot Wax Pump Madimum Capacity.............cciiisniiimiussesssiisissses 9.3 GPM
DRI ...l ..o s ssmviniir s AR A T R S 15,300 Ibs.

Standard Features & Benefits:

: ‘m 1. Coat Weight Indicator

~  with digital read-out to show operator
the amount of wax being applied along
with the conveyor and pump speeds
2. Self-Contained Fluid Heating Unit
that circulates heat transfer oil through:
- The 85" wide pressure head with
filter

- The 100-gal. reservoir tank with
variable speed hot wax pump system

- The 200-gal. holding or premelt tank
- The Hot wax return trough

- Along with the hot wax supply and
return lines

All furnished to give you consistent and
complete control of the wax temperature
throughout the system for accurate and
controlled wax deposition

3. Pull Roll Infeed with Outfeed
Conveyor powered by common
variable speed drive for consistent
board speed through the system

4. Independent Pressure Head Support Stands with head height adjustment
5. Prewired and Factory-Tested Control Panel with coater and fluid heating unit controls

centrally located
6. Field Supervisor’s Time to instruct and help start-up equipment






